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It makes sense to specify timber as a material for windows and

doorsets.

• Manufacturing process is kinder to the environment 

• Sustainable timber sources

• Aesthetically pleasing – variety of colour and finishes

• Natural beauty of grain and timber creates warmth and individuality

Paint Performance: Introduction
Developments in timber window design, combined with modern

manufacturing techniques and factory applied Teknos microporous

protective coatings mean that Woodlock high performance timber

windows and doors need minimal maintenance and can offer a

significantly longer service life than alternative materials.

Sourced from managed forests, timber is a sustainable resource and

protected with water based coatings which reduce VOC pollutants, it not

only makes economic sense but also contributes to a safer cleaner world

for ourselves and our children.

Timber Lasts

The Green Building Digest (Queens University) states that “well designed

and maintained timber windows can and do last the lifetime of the

building in which they are installed.”

The key to the durability of Woodlock’s timber window range lies in:

• Good design and fabrication which eliminates moisture traps, open

joints and includes adequate drainage and venting of glazing rebates

• Factory applied coating, ensuring that all components are adequately

protected with the correct film thicknesses using sophisticated

Teknos coatings applied and cured under controlled conditions

• Factory glazing and sealing, extending the life of sealed glazing units

Timber is economical as well as durable. In a report published in 1998,

the National Housing Federation reported that the 30 year cost of buying,

installing and

maintaining factory

finished softwood

windows was more than

20% less than PVC-u

equivalents, a figure

confirmed in a separate

study by Carlisle City

Council.

see us at...

SelfBuild Ireland

Galway Race Course, 

Ballybrit on 27, 28 & 29 May 2005

Stands F17, 18 & 21

Growth of Timber Windows in Social Housing
Sector
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Environmental Sustainibility

“...with carefully chosen paints and

stains, timber windows are by far the

best environmental choice” Greenpeace

Increasingly, Architects and Specifiers

are turning towards sustainable

materials to minimise the environmental

impact of their construction programs.

Aside from the growing social pressures

for greater environmental responsibility,

the economic costs of disposal and tax

discrimination against polluting

materials have created a powerful

commercial case for the use of timber

and their low VOC producing protective

coatings.

The environmental argument for timber

from managed forests has been well

publicised, less well known are the EC

initiatives to eliminate the most serious

industrial pollutants by 2020. Of the

priority list of fifteen chemicals

identified in this program, six, dioxins,

furans, lead, cadmium, mercury and

organic tin, are used in the production of PVC-u or released as by products.

Woodlock and Teknos, its coating partner, are committed to meeting and exceeding

best environmental practice. Teknos coating products, in keeping with its

Scandinavian heritage, are exclusively water based, with volatile organic levels

significantly below current and proposed legislative levels and free of all heavy metal

additives and colorants.

Coating Systems

Woodlock’s protective coating systems have been

developed in long term partnership with Teknos, one

of Scandinavia’s leading manufacturers of joinery

coatings.

Teknos’ core products are water based, to protect our environment and minimise the

impact of the products on our natural surroundings and are manufactured in modern

plant accredited to ISO 9001 and ISO 14001 Standards. In addition, Teknos low VOC

technology ensures that Woodlock are fully compliant with Directive 1999/13/EF EU

emission standards.

Using Teknos topcoats Woodlock can offer the designer a vast range of standard and

custom solid and translucent colours, with white and translucent colours available in

gloss and satin finishes and opaque shades in natural satin.

Accreditation

The Teknos coatings developed for Woodlock include systems which meet the latest

EN 599 Standards for resistance to biological attack and are approved by the RAL

Gutegemeinschaft and IFT Rosenheim Institutes.




